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Turn off Power Before 
Installation.

cable of Luminaire (B).
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AC Power
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Step 1; Remote Drivers: 

Power feed hole

 Install Remote Drivers (A) and make 

cables. Then run Low Voltage cables to future 
connections to AC power and Low Voltage 

position of Luminaire (B).

Step 2; Prepare ceiling: Mark the future position 
of the fixture on the ceiling. Then, drill adequate 
sized power feed hole in ceiling which aligns with 

PLEASE SEE NEXT PAGE
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(see below).
evenly spaced, to intended mounting surface 
was specified, fasten provided Screw Clips (C), 

If screw clips mounting 3A: Screw Clip Mounting. 

twist to lock in place.
evenly spaced, onto grid at an angle, then 
mounting was specified, push Grid Clips (D), 

If grid ceiling 

Magnets (E) , evenly spaced, to backside of 
Luminaire (B).

If magnet 
mounting was specified, fasten provided 

different mounting hardware. These methods are shown below. Proceed with the method 
specified for this project.

Step 3; Installation of Mounting Hardware: There are four methods to install the luminaire with 

DRAWING NOT TO SCALE

3C: Grid Ceiling Mounting. 

Surface
Intended Mounting

3B: Magnetic Surface Mounting. 

3D: Mounting with Bracket. If adjustable 
brackets were specified, bend the Brackets (F) 
90 degrees, then, with even spacing, screw the 
brackets onto the intended mounting surface.
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4C; Installation of Luminaire on Grid Ceiling.
Pull low voltage cables of Driver (A) through 
power feed hole, and connect to Luminaire (B) 
wires. Then, gently press the Luminaire (B) onto 
Grid Clips (D) until they snap together properly. 
Finally, power Luminaire (B) to ensure proper 
operation.

B
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ensure proper operation.

mounting method.
started in step 3. Follow the same letter from before to finish the installation of the specified 

The following steps are continuations of the processes Step 4; Installation of Luminaire and testing: 

power feed hole, and connect to Luminaire (B) 

as shown below. Finally, power Luminaire (B) to

E

proper operation.

(B) wires. Then, gently attach magnets to surface
the  power feed hole, and connect to Luminaire 
(B), pull low voltage cables of Driver (A) through 

wires. Then, gently press the Luminaire (B) onto 
Screw Clips (C) until they snap together 
properly. Finally, power Luminaire (B) to ensure 
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After fastening of Magnets (E) onto Luminaire 
4B; Installation of Luminaire on Ferrous surface.

DRAWING NOT TO SCALE

Pull low voltage cables of Driver (A) through 
4A; Installation of Luminaire on Hard Surface.

4D; Installation of Luminaire on Adjustable 
Bracket. Pull low voltage cables of Driver (A) 
through power feed hole, and connect to 
Luminaire (B) wires. Then, gently press the 
Luminaire (B) onto Bracket Clips (F) until they 
snap together properly. Finally, power Luminaire 
(B) to ensure proper operation.
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