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Step 3; Install End Caps: If your order is comprised 
of standalone fixtures, they will come with End 
Caps (D) pre-installed. If it is a continuous run, you 
will need to install the provided End Caps (D) in 
the field, at the end of each run.

Step 1; Remote Drivers: Turn off Power Before 
Installation. Install Remote Drivers (A), and 
make connections to AC power and Low 
Voltage cables. Then run Low Voltage cables 
to desired position of fixtures.

Step 2; Install Grid Brackets: Secure Grid Brackets (E) 
on Housing (B), evenly spaced, by sliding them 
horizontally. Ensure you leave at least 3" from each 
end so that joiners (F) can be installed on the 
Luminaries.

Step 4; Prepare Housing for Installation: Drill a 
1/4" hole on the top surface of housing along 
centerline 2-1/2" away from one end as shown 
below.
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Step 5; Install Joiners: If your order consists of 
stand alone fixtures, skip this step. If not, connect 
Housings (B) to each other using supplied Joiner 
Kits (F). Slide pins into square holes and push 
Housings (B) together, then center Joiner on joint 
and drive screws into Joiner (F) as shown below.

Step 7; Luminaire Assembly: Fasten three evenly 
spaced Clips (G) on the cable side of Luminaire (C) 
using provided screws.

B 

F
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Step 8; Installation of Luminaire: Insert the low 
voltage cables of Remote Driver (A) through power 
feed hole. Connect wires of Luminaire to Low 
voltage cables of Driver (A). Then, gently insert the 
Luminaire into Housing (B) until it snaps in properly.  

Step 6; Installation of Housing: Insert the Housing into 
Grids by lowering it between them. Bend the grid 
brackets toward T-grid so that they are flush with
the bulb of T-grid. Fold 
brackets over the top 
edge of T-grid so that 
they hug the bulb of the 
T-grid. Repeat with other
Grid Brackets. Find holes
on the Brackets that best
line up with the bulb on
the T-grid and drive
screws through them, as
shown below.

The wire connectors 
should fit in the space 
between the Luminaire 
and Housing. If possible, 
arrange Luminaire (C) 
lenses so that they 
overlap fixture joints. 
Finally, power and test 
the Luminaire for proper 
operation.
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