i nte ro lux 20 Linear Under Cabinet

INSTALLATION INSTRUCTIONS

WEIGHT: FINISH: WG 20LUC-SM
White (Standard)

A WARNING: A WARNING: A WARNING:

INSTALL PRODUCT IN ACCORDANCE

CAUTION: CAUTION:
THIS IS AN ELECTRONIC DEVICE. CARE MUST BE TAKEN INTER-LUX IS NOT RESPONSIBLE FOR THE
DURING STORAGE AND HANDLING. STORE IN A CLEAN, COOL STRUCTURAL INTEGRITY OF THE BUILDING TO

FAILURE TO COMPLY WITH THE READ ALL SAFETY INSTRUCTIONS
WITH LOCAL AND NATIONAL ELECTRICAL  |\STALLATION INSTRUCTIONS MAY INCLUDED WITH LUMINAIRE BEFORE  AND DRY LOCATION. ELECTROSTATIC DISCHARGE (ESD) CAN = SUPPORT THE LUMINAIRE. ADDITIONAL BACKING
CODES BY A QUALIFIED ELECTRICIAN | peoyi T IN DEATH OR SERIOUS INJURY INSTALLING LUMINAIRE. HARM THIS PRODUCT. AVOID STATIC DISCHARGE WHILE MAY BE REQUIRED.
OR ELECTRICAL CONTRACTOR. HANDLING THIS PRODUCT.
ISOMETRIC VIEWS PACKAGE MAY INCLUDE: (efer to package istto iwentiyparsy  ITEMS NEEDED (SUPPLIED BY OTHERS):

Luminaire/ Phillips Head Screwdriver
Fixture P< #2 Screwdriver

Cable and Plug
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MOUNTING DIMENSIONS MOUNTING OPTIONS \ _/
Under Cabinet :
Mounting
I
) I ‘ o_7"‘ ' Scew Clip with Magnetic Clip
— J mounting screws): (Already mounted to
\ 3 per housing fixture)
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Step 1: Mounting

Screw Clip - Mark out holes for mounting clips. Secure mounting clips to
surface using provided mounting screws. Secure fixture fo surface via
mounting clips.
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LED fixture housing

INSTALLATION INSTRUCTIONS

Magnetic Clip - Magnetic clips should already be pre-installled on fixture.
Mount fixture directly fo magnetic surface.

Luminaire

Port for cable

On/Off Switch

Siep 2: Plug fixture in via cable and plug. Energize via On/Off switch to test for proper operation.
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interclux Phone: (410)381-1497 Web: www.inter-lux.com

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF Inter-lux. ANY REPRODUCTION SHEET 1 OF 1
IN PART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF Inter-lux IS PROHIBITED.

*Inter-lux reserves the right to make changes to this product and related installation instructions at any time without prior notice.
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