Edgeless and Box Coves - Coffer Application

WG EC-RPT, WG MEC-RPT, WG BC-SM, WG MBC-SM

A versatile family of cove luminaires suited to These light maps show expected light levels across a The minimum, average and maximum light levels are [0 Average Light Level
uplighting applications, producing plenty of even room of the size indicated with a coffered ceiling detail ~ called out for reference. Three ceiling heights are given O Minimum Light Level
ambient light and lifting the ceiling for a fresh feel to providing indirect ambient light, created with the Mini for each scenario. [0 Maximum Light Level
the space. Edgeless Cove luminaire.

The Edgeless Coves have a leading edge which rakes

back to minimise the impression of the luminaire. 2700mm ceiling height 3650mm ceiling height 11525mm ceiling height
The Box Coves have a simple, minimal form factor 110 150 190 200 190 160 120 140 170 220 240 230 190 150 100 200 210 210 180 160
allowing them to deliver light with the minimum 180 300 400 450 410 320 200 190 260 [340| 360 340 270 200 170 200 260 270 260 220 190
visual impact.
P 210 [380] 510 580 520 390 230 200 270 350 380 350 290 210 170 210 260 270 260 220 190
. . 250 450 590 650 600 460 270 240 340 440 480 450 350 260 220 270 330 350 340 280 240
In both cases the aluminium profile forms a perfectly
crisp contrasting edge against the lit surface above. 260 481590 650 610 B 280 250 3@ 48088 270 230 288 300 370 360 b
260 450 590 650 600 470 280 250 340 460 360 270 230 280 300 Room scenario 1
250 450 600 610 470 270 230 330 440 470 440 350 260 210 260 320 340 330 280 230 General lighting - Large single coffer
210 380 510 580 520 400 230 190 270 350 380 350 290 210 180 210 260 280 270 230 200
Room size 9145mm x 5490mm
180 320 420 470 430 330 200 180 260 340 360 340 270 200 170 210 260 280 270 210 190 _ .
Coffer dimensions 6100mm x 3048mm
110{ 150 180 200 190 160 120 130 170 210 230 220 180 [140 100 170 210 220 210 180 130 Calculation results taken at task level
Mounting Options Shown Using Mini Edgeless Cove
2700mm ceiling height 3650mm ceiling height 11525mm ceiling height
Option 1: Wide Coffer 260 300 310 310 200 270 260| 280 320 320 320 290 290 280| 290 300 320 330 290 290
7 7 450 530 610 630 630 550 480 410 430 510 510 |530] 450 430 340 350 410 410 410 360 360
570 700 810 850 830 740 620 450 4B0 550 550 570 400 480 350 350 410 400 420 300 370
Note*
680 840 900 101 980 880 730 570 610 710 720 730 640 600 460 460 540 540 550 480 480
Offset 730 880 10401050 320 780 610 650 770 770 790 680 630 500 510590 590 530 520
740 890 103010701040 930 790 620 650 780 490 500 580 590 520 510 Room scenario 2
710 850 100010401020 890 760 620 660 770 770 790 690 640 490 500 580 580 590 510 500 General lighting — Triple coffer
15"
38mm 2" 670 810 920 970 940 850 710 570 600 710 710 730 630 590 440 450 520 520 540 470 460
50mm Room size 9145mm x 3650mm
% % 560 790 820 800 720 610 450 470 550 550 570 490 480 300 360 420 420
Coffer dimensions 3x 2700mm
460 540 620 650 640 560 490 420 430 520 510 530 450 430 350 360 420 420
x 1525mm
6" ! 240 260 300 310 310 270 260 260 280 310 320 320 290 280 270 280 310 310 320 290 280 Calculation results taken at task level.
Coffer (Wide)
152mm
2700mm ceiling height 3650mm ceiling height 11525mm ceiling height
Option 2: Narrow Slot 180 180 160 150 170 170 160 170 170 150
330 410 260 (310 310 260 210 [230 230 210
Edgeless Cove
. 240 270 270 240
Note* Plaster Trim 480 600 320 370 370 320
580 (730 390 (470 470 390 290 330 330 290
Offset H
Product Details 210 600 740 410 1480 420 310 [340 310
590 (740 420 490 430 320 350 310
Mini Edgeless Cove
Plaster Trim 600 R0 728 620 410 R0 a0 30 REO e Room scenario 3
% W /} 570 [720 730 600 390 (470 470 290 320 290 Corridor - Single linear coffer
‘ s Product Details 211
490 |610 620 520 320 380 380 240 270 240
Room size 9145mm x 2440mm
330 400 400 340 260 300 310 210 1230 210 _ _
Siot (N ) Box Cove Coffer dimensions 6100mm x 1220mm
o) arrow
Surface Mount 160 180 180 160 170 170 160 150 170 170 150 Calculation results taken at task level.
Product Details 212 Calculated on the following basis:
Note* Offset
Paint out all internal Typical Offset 300mm Mini Box Cove Reflectances Maintenance Factor LED Diffuser Values in Lux
surfaces of cove in Optimum Offset 610mm Surface Mount Ceiling 70% 10 2940Im/m* Snap in Satin
matt white. Minimum Offset 150mm Walls 50% 3000 Kelvin
Product Details 213 Floor 20% 90 CRI
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